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uPVC Column Pipe Accessories
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Installation Procedures

First, connect the Bottom adopter ( 
CI / MS / SS ) to submersible Bore 
well pump using chain wrench 
tightly.

Tighten the pipes by hand until 
the rubber sealing ring of the pipe 
completely enters into the coupler.

Before connecting the pipes and 
pump guard, ensure to clean the 
threads with clean water.

Fix the Top adopter (CI/MS/SS) to 
last pipe of coupler and connect 
the plumbing accessories to the 
other end of top adopter to transfer 
the water to the required delivery 
point.

At the time of lowering the 
Sabarplast Pipes into borehole, 
the lowering clamp must be used. 
Then all the other pipes can be 
connected in similar way.

Fix the pump Gaurd assembly 
(uPVC pipe Connector, MS/SS 
Flanges & Rods) to the bottom 
adopter.

Finally, if required give last jerk with 
belt wrench for tighten the pipe.

u P V C  C o l u m n  P i p e s

Sabar Hydrotech LLP
A-2, 3912, G.I.D.C. Estate, Phase IV, Behind Cadmach, Vatva, Ahmedabad-382 445 (INDIA). 
Tel 	 : (+91 79) 25840213, 25840261   Fax : (+91 79) 25840289
Email 	 : info@sabarexport.com , export@sabarpumps.com        Web	 : www.sabarpumps.com
LLP Identification No.: AAI-7779


